Coast Guard, DOT

well ventilated and accessible lockers
marked ‘“‘life preservers.”’

§149.533 Litters.

Each platform must be equipped with
at least one Stokes litter that is placed
in a location that is accessible to per-
sons on board.

§149.535 Markings on lifeboats, life
rafts, paddles, and oars.

(a) Each lifeboat, and life raft must
be marked in letters and numbers at
least 1%z inch high with:

(1) The identification of the deep-
water port; and

(2) The personnel capacity.

(b) Each inflatable life raft must be
marked as required under 46 CFR
160.051.

(c) Each paddle and each oar must be
marked with the identification of the
deepwater port.

§149.537 Markings for personal flota-
tion devices (PFD’s).
Each PFD must be marked with the
identification of the deepwater port.

MISCELLANEOUS

§149.539 Portable lights.

(a) Each portable light on a PPC
must be listed by Underwriters’ Lab-
oratories, Inc., as suitable for Class I,
Group D hazardous locations.

(b) Each supply cord of the portable
lighting units must have receptacles
with plugs, or receptacles with plugs
interlocked with snap switches, that
are listed by Underwriters’ Labora-
tories, Inc., as suitable for Class I,
Group D hazardous locations.

§149.541 General alarm system.

(a) Each PPC must have a general
alarm system.
(b) Each general alarm system must
be:

(1) Capable of being activated by the
automatic fire detection systems re-
quired under §149.491 and manually by
use of alarm boxes located in accord-
ance with the National Fire Protection
Association Standard No. 72A;

(2) Audible in all parts of the PPC ex-
cept in areas of high ambient noise lev-
els where hearing protection is re-

§149.705

quired under §150.509(d) of this sub-
chapter; and

(3) Visible in areas of the PPC where
hearing protection is required under
§150.509(d) of this subchapter by use of
a high intensity flashing light.

§149.543 Marking of general
system.

alarm

(a) Each general alarm box must be
marked with the words ‘““‘GENERAL
ALARM” in red letters at least one
inch high on a yellow background.

(b) Each audio and each visual gen-
eral alarm signalling device under
§149.541 must have a sign with the
words “GENERAL ALARM” in red let-
ters at least one inch high on a yellow
background.

§149.545 Public address system.

Each PPC must have a public address
system operable from two locations on
the PPC to allow an announcement of
fires, oil transfer system failure or
malfunction, and other emergencies.

Subpart E—Aids to Navigation at
Deepwater Ports

GENERAL

§149.701 Applicability.

This subpart prescribes the minimum
requirements for aids to navigation at
the marine site.

§149.703 Effective
tion.

intensity: Defini-

For the purpose of this subpart, “‘ef-
fective intensity” is the intensity of a
flashing light calculated by using equa-
tion [3-27] for effective intensity in the
IHlumination Engineering Society
Lighting Handbook, p. 3-36.

§149.705 Applicability of other regula-
tions.

Sections 66.01-5, 66.01-25 (a) and (c),
66.01-50, and 66.01-55 of this chapter
also apply to aids to navigation at a
deepwater port. For the purpose of
§66.01-25 (a) and (c) of this chapter, aids
to navigation at a deepwater port are
Class | aids to navigation.
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